B The Varyscan 3 Special/Special Plus combines a well-known technology with a new design.
Featuring 6 fixed and 6 rotating gobos, 36 colours, special effects and the solid 250 W MSD lamp, the VS 3 Special Plus
ranges again within the top sector of his class.




High Speed Shutter und
Dimmer 0-100%

High speed shutter and dimming
fade to black

MaBe/Dimensions
325 x 495 x 172mm (B/H/T)

Varyscan 3 Special:

» Stromversorgung 230/240V 50/60Hz

* 250 W "longlife” MSD Lampe,
ca. 2.000 Betriebsstunden,
5.500 °K, 13.700 Im,
Zundgerat u. Ballast integriert

* hochauflgsende Schrittmotoren,
mikroprozessor-gesteuert

¢ lichtstarke Optik und gleichmassige
Ausleuchtung

o rlickwartiger Larmpenschacht far
einfachen Lampenwechsel

¢ 12 Gobos davon 6 auswechselbar

* 36 Farben

* 2 Konversionsfilter 3.200/6.000 °K

¢ Frostfilter fur Flood-Effekt

¢ 4-fach Prisma

* High-Speed Shutter mit Strobo-
Effekt

* Spiegelfahrt 170° Pan, 110° Tilt

¢ Dimmer 0-100 %

¢ Lampenkihlung durch Lifter

* Fertigung nach aktuellsten
Sicherheitsstandards
mit VDE-gepriften Bauteilen

* Temperatursicherung

VS »3« Special Plus 250 MSD
im grauen Gehduse
grey housing

Gewicht/Weigth
10 kg

Technische Spezifikationen

¢ kompaktes Stahlblechgehause
» entwickelt und produziert in
Deutschland

Steuerung

Eingangssignal: DMX-512
Codierung Uber Dip-Schalter

tiber alle gangigen DMX-Controller
steurbar. Wir empfehlen lhnen
unseren IB-lighting ScanControl
1612, der Gber 24 Programme a

24 Steps (Bilder), feste Bewegungs-

muster und Effektsequenzen
verfligt.

optional
* Kompensation 1.84,
» Weitwinkeloptik

Varyscan 3 Special Plus:

wie Varyscan 3 Special, jedoch

¢ 6 feste und 6 auswechselbare
Gobos, davon 6 in beide
Richtungen drehbar und voll
positionierbar

Varyscan fal:

*» yoltage: 230/240V 50/60Hz

* 250 W "longlife” MSD lamp,
approx. 2.000 h lifetime, 5.500 °K,
13.700 Im, built-in ignition unit
and ballast

* high resolution, microprozessor-
controlled stepper motors

* powerful optics with an even
illumination

* easy lamp exchange

« 12 gobos (6 interchangeable)

» 36 full colours based on dichroics

» 2 conversion filters 3.200/6.000 °K

* diffusion filter for flood effect

* quad prism

* high-speed shutter with strobe
effect

* mirror movement 170° pan, 110° tift

* dimmer fade to black

* forced fan cooling

* manufactured in accordance with
the latest safety standards using
VDE-tested components

* overheat protection circuit

Lichtanlagentechnik GmbH

JB-lighting Lichtanlagentechnik GmbH
Sallersteigweg 15 - D-89134 Blaustein-Wippingen

Telefon ++49 (0) 7304 - 9617-0

Telefax ++49 (0) 7304 - 9617-99
www.jb-lighting.de

@ JB-lighting 03/01, Anderungen, die dem technischen Fortschritt dienen, behalten wir uns vor.

Farbrad mit 11 dichroitischen
Standardfarben plus Vierfarbfilter

Colour wheel including 11 dichroic colours
and 4 colour filter

» compact sheet stee/ housing
* designed and manufactured in
Germany

Control via

* input signal: DMIX-512

* channel-code dip-switches

* all standard DMX-512 controllers,
we like to recommend our
JB-lighting ScanControl 1612,
featuring 24 programms with
24 steps (scenes) each, pre-
programmed moving patterns
and effect sequences

optional
* power correction 1.8A
* wide angle optics

Varyscan 3 Special Plus:

same features as VS 3 Special, plus

» 6 fixed and 6 interchangeable
gobos, rotatable in both
directions, completely indexable

VS »3« Special Plus 250 MSD
im schwarzen Gehause
black housing




